








                         
 

SHEET 5 OF 13 
 

CHINA CREEK ROAD RESTORATION 
 

Road Renovation Work List 
 

cy  = cubic yard 
CMP = Corrugated Metal Pipe 
EOP = End of Project 
CWD = Construct Water Dip 
CWB = Construct Water Bar 

 
Milepost 

38-5-20.1 
 

0.00  Begin ditch construction on left. Drain to culvert on road 38-5-29. 
0.07  EOP. Existing CMP. End ditch construction. 
 

38-5-21.2 
 

0.00  Begin roadside brushing and blading. Junction road 38-5-29 to right. 
0.01  Install 18”x36’ CMP with lead in ditch. 
0.02  Install steel pipe gate. 
0.09  CWD with armor. 
0.13  CWD with armor. 
0.20  Remove and replace existing 18” CMP with 24”x30’ CMP with lead in ditch. 
0.21  Begin 3x1 ditch on left. 
0.24   Remove and replace existing 18” CMP with 24”x30’ CMP with lead in ditch. 
0.30  Begin CWB’s every 100 feet. 
0.45   EOP. End CWB’s. End roadside brushing and blading.
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38-5-29 
 
1.45  Begin Project. Junction road 38-5-21.2 to right. Begin cleaning ditch. 
1.49  End cleaning ditch. 
1.51  CWD with armor. 
1.60  CWD with armor. 
1.70  CWD with armor. 
1.83  Begin roadside brushing and blading. Begin cleaning culverts. Junction road 38-5-20.1 to right.  
2.13  CWD with armor. 
2.14  Existing CMP. 
2.22   Existing CMP. 
2.25  Existing ditch line culvert. Spur road to right. 
2.29  Existing CMP. 
2.38  Existing CMP. 
2.45  Existing CMP. 
2.48  CWD with armor. 
2.58  Existing CMP. 
2.64  CWD with armor. 
2.67  Begin existing fill failure. Begin subgrade reconstruction. Reconstruct the existing roadway by shifting alignment to 

the right. Subgrade width of 16 feet is required with a backslope of ¾ : 1. Reconstruct fill failure to 1 ½ : 1 slope. 
Begin aggregate placement @ 6” depth. Begin inslope to ditch. 

2.68  End existing fill failure and subgrade reconstruction. 
2.69  End road shift to right. Junction road 38-5-29.3 left. 
2.74  CWD with armor. End inslope. 
2.80  Existing CMP. 
2.90  CWD with armor. 
2.91  Existing CMP.  
2.99   CWD with armor. 
3.00  Existing CMP. 
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3.07  Install 18”x36’ CMP. 
3.11  Existing CMP. 
3.17  Existing CMP. 
3.20  CWD with armor. 
3.27  Existing CMP. 
3.30  CWD with armor. 
3.35  Existing CMP. 
3.41  Junction road 38-5-20.2 to left. 
3.43  EOP. End roadside brushing and blading. End aggregate placement. 
 

38-5-29.3 
 

0.00  Begin roadside brushing and blading. Begin existing ditch and aggregate surface. Existing CMP. 
0.02  CWD with armor. 
0.06  EOP. Existing CMP. End ditch.  
 














